
Calypso Athena Manual Atlas

SKU: CAL-E1-2LEG                       
SKU: CAL-E1-3LEG                       

SKU: ATH-E1-2LEG                        
SKU: ATH-E1-3LEG                        

SKU: 900-CRANK                            SKU: ALT-E1-1LEG                           

• Height Range: 22”- 48” (excluding top) • Height Range: 27.5” - 45.5” (excluding top) • Height Range: 28.75”- 48.5” (excluding top) • Height Range: 23.5”- 49” (excluding top)

• Available Finish: Silver (SL), Black (BL) or White (WH) • Available Finish: Silver (SL) or Black (BL) • Available Finish: Silver (SL) • Available Finish: Silver (SL)

• Heavy Duty 3-stage steel frame design • Heavy Duty 2-stage steel frame design • Sturdy 2-stage steel frame design • Sturdy 3-stage steel frame design

• Actuator system with synchronized motor driving each leg • Actuator system with dual synchronized motors driving 
each leg

• Actuator system drives both legs via a manual hand-crank 
(Hand-crank collapses and retracts when not in use)

• Actuator system with a heavy-duty motor driving the single leg

• Anti-collision function • Anti-collision function • Anti-collision function

• CSA/UL Certified • CSA/UL Certified • CSA/UL Certified

• BIFMA Certified X5.5-2014 • ANSI/BIFMA X5.5-2014 (2 leg model)

• Quick assembly (easy fold out leg/frame) • Quick assembly, centered foot design 
(23” foot depth sits below 24” & 30” tops)

• Quick assembly, centered foot design 
(27.75” foot depth sits below 30” tops)

• Quick assembly

• 4 programmable memory positions • 4 programmable memory positions • 4 programmable memory positions

• Compatible with all HDL In-Stock tops & Calypso tops in all 
current Heartwood finishes. See price book for details

• Compatible with all HDL In-Stock tops & Calypso 24” or 30” 
tops in all current Heartwood finishes. See price book for 
details

• Compatible with all HDL In-Stock tops & Calypso tops in all 
current Heartwood finishes. See price book for details

• Compatible with all HDL In-Stock tops & Calypso tops in all 
current Heartwood finishes. See price book for details

Height Adjustable Base Specifications
Know your choices...

43” - 76.75”

MIN  -   MAX23.75”- 29.5”

41” - 60”

MIN  -   MAX23.75”- 29.5”

23.75” - 41.5”

MIN  -   MAX
23.75”- 29.5”

76.75”

MAX

23.75”- 29.5” 23.75”- 29.5”
43” 

MIN

57”

88.5”

23.75”- 29.5”

MIN

35.5”

35.5”
23.75”- 29.5”

MAX

41.5”

41.5”

Shown with Innovation top
Price is base only

Shown with Innovation top
Price is base only

Shown with Innovation top
Price is base only

Shown with Innovation top
Price is base only

47.25” - 94.5”

MIN  -   MAX23.75”- 35.5”

94.5”

MAX

23.75”- 35.5” 23.75”- 35.5”
47.25” 

MIN

59.5”

94.5”



• Operated at 1.3’’ per second • Operated at 1” per second • Operated at 1” per 2.5 hand-crank revoloutions • Operated at 1’’ per second

• Whisper quiet <50dB • Whisper quiet <50dB • Whisper quiet <55dB

• Max weight capacity: 2 leg base - 265 lbs (120kg)
                                            3 leg base - 320 lbs (145kg)

• Max weight capacity: 2 leg base - 220 lbs (100kg)
                                            3 leg base - 330 lbs (150kg)

• Max weight capacity: 2 leg base - 154 lbs (70kg) • Max weight capacity: 1 leg base - 130 lbs (59kg)
                               

• Includes 10mm adjustable glides
• Compatible with optional mobile casters 

(see 900-CASTER-M8-HD)

• Includes 10mm adjustable glides
• Compatible with optional mobile casters  

(see 900-CASTER-M8-HD)

• Includes 14.5mm adjustable glides • Includes 10mm adjustable glides
• Compatible with optional mobile casters 

(see 900-CASTER-M8-HD)

• Limited lifetime warranty on laminates; 7-year warranty on mechanical 
components; 15-year warranty on structural components

• Limited lifetime warranty on laminates; 2-year warranty on 
electrical components; 5-years for steel components

• Limited lifetime warranty on laminates; 2-year warranty on 
mechanical components

• Limited lifetime warranty on laminates; 2-year warranty on 
electrical and steel components

• Compatible with modesty or desktop panels • Compatible with modesty or desktop panels • Compatible with modesty or desktop panels

Additional Options
Innovations Modesty Panels - Available in Black (BL), Grey (GR), and  
                                                  Pure White (PW) laminate and frosted plexiglass
See HDL price book pages for a complete list of SKUs and details

900-CASTER-M8-HD
• M8 threaded stem caster
• Maximum weight per caster is 30kg/66 lbs
• Durable PVC material safe for use with soft or hard floors
• Available Finish: Black (BL) 
• Compatible with Calypso, Athena & Atlas bases

Calypso Modesty Panels - Available in all current Heartwood laminate finishes.
See Heartwood price book pages for a complete list of SKUs and details

Power Grommets
• Wide range available 

depending on desired 
requirements

See Accessories in price book

Keyboard Tray
• Wide range available 

depending on desired 
requirements

See Accessories in price book

100-MA1 &  
100-MA2
• Pneumatic single or 

double monitor arms
• Grommet or clamp mount
• Available Finish: Black (BL 

or Silver (SL)

100-MMPUF 
100-MMPFF
• Metal Mobile Pedestals
• All drawers lock
• Locking casters
• Available Finish: Black (BL) 

or Titanium (TT)

100-2-HCPU
• Hanging CPU holder
• Includes mounting 

hardware
• Available Finish: Black 

(BL) or White (WH).

100-WM1300
• Wire management 
• Length can be adjusted
• Available Finish: Black 

(BL), Silver (SL) or White 
(WH).

100-CC
• Wire management 

channel
• 12” long
• Available Finish: Black (BL)

100-MMPF
• Metal Mobile Pedestals
• All drawers lock
• Locking casters
• supports additional weight 

capacity 250lbs
• Available Finish: Black (BL) 

or Titanium (TT)

100-MMPF-CUSH
• Optional cushion
• 5 fabric finishes & 1 

polyurethane finish

For a complete list of available accessories, see Accessories/ 100 Series in the HML/HDL price book.

www.heartwoodDL.com               1-800-567-3060
www.heartwood.ca

NOT compatible with 
cushions (see below)


